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Indigo
Decorative/functional trim

Custom trims

Optional finishes, pendant mount styles and other designs are available on a
custom basis. Consult factory. Custom-painted secondary reflectors add to the
design themes in all applications.
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24475

Sand-blasted glass plate/glass disc with cylindrical
acrylic diffuser.

24478

Opal white glass cone. An opal white acrylic diffusing
disc rests on top of cone to illuminate dome.

24471

Aluminum reflector with painted aluminum inside and
outside surfaces. An opal diffuser rests on top of
reflector to eliminate glare.

24473

Aluminum reflector with specular anodized finish on
the inside and painted aluminum finish on the 
outside. An opal diffuser rests on top of reflector to
eliminate glare.

Decorative

24475 24478

Functional

24471 24473
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Rough-in assemblies

TRIMS  ordered separately

DECORATIVE

FUNCTIONAL
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Mounting
Height

ALI32-120 w/ 24473 trim
73.9%
32W 4-pin PL-T 
compact fluorescent

50% FC at edge 
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Fixture performance

Cat. No:
Luminaire eff:

Lamp:
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Mounting
Height

ALI32-120 w/ 24475 trim
77.9%
32W 4-pin PL-T 
compact fluorescent

50% FC at edge 

End
Diameter
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Fixture performance

Cat. No:
Luminaire eff:

Lamp:
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Photometrics
ALI

ALI

-XX -XXX -XX

ALI XX

ALI XX

Series

Ardee Lighting Indigo Series

Wattage & lamp

ALI XX XXX

Options

Dimming ballast (CFL only)

ALI XX XXX

-D

-EM Emergency battery pack (CFL only)

ALI XX XXX -SR Drywall mounting ring

Voltage

120 volt

277 volt

ALI -26

ALI -32

26W compact fluorescent triple tube

32W compact fluorescent triple tube

ALI -42 42W compact fluorescent triple tube

ALI -50 50W metal halide ED-17

-120

-277

Ordering information

To specify a complete catalog number, choose
one item from the selection available in each
module.

24475  Glass cylinder with opal diffuser 
24478 Opal white glass cone

24471 Aluminum inside and outside
24473 Specular inside and outside

Suspended ceiling

Assembly plates for suspended ceilings with visible T-bars provide
easy installation. The cassettes are finished in the same powder
coat paint as used on the secondary reflector to give a harmonious
appearance.

Drywall/plaster ceiling 

Drywall/plaster ceiling installation is available for seamless
appearance with optional ring mounting system.

Features

• Rough-in unit made of natural finish galvanized
steel.

• Deep regressed dome-shaped secondary reflector
powder coat painted white. Custom colors available,
consult factory.

• Choice of two mounting styles for suspended ceiling
and drywall/plaster ceiling installations.

• Electronic, HPF, Class P rated, thermally protected,
and less than 10% THD.
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Some luminaires use fluorescent or high intensity
discharge (HID) lamps that contain small amounts 

of mercury. Such lamps are labeled “Contains Mercury”
and/or with the symbol “Hg.” Lamps that contain 
mercury must be disposed of in accorddance with 
local requirements. Information regarding lamp 
recycling and disposal can be found at 
www.lamprecycle.org.

Printed in the U.S.A.

Hg


